
What You Need Before Starting:

• WINDOW PRIMER
• WINDOW ADHESIVE

Installation of Bonded Windows:

• Ensure all surfaces are completely
clean from grease and dirt.

• Apply primer to the black edge of
the window and the machine.

• Then apply adhesive to the machine,
approximately 8 mm all around.

• Place the window in position and
adjust it so that it is perfectly aligned.

• Use strong tape to hold the window
in place while the adhesive cures.

• Check that the adhesive between
the window and the machine has
hardened.

LEAVE THIS SHEET IN THE CABIN

XploSafe is a durable panel made of polycarbonate.

It is 300 times stronger than regular glass.

The silicon oxide surface coating forms a glass-like layer, making 
your XploSafe window resistant to most chemicals without 
damage. Additionally, the unique coating provides excellent 
protection against UV rays (99.96%). 
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Avoid Sharp Objects
Like regular glass, XploSafe can get 
scratched. The windows must be handled 
carefully. During installation, it is important 
that they are not pushed against each other 
or the surface. Avoid using sharp objects 
such as window scrapers.

Cleaning XploSafe
Cleaning should only be done with a 
microfiber cloth. For general cleaning, use 
regular window cleaner. In case of damage 
such as graffiti, oil spills, or resin, remove it 
with a solvent such as isopropanol, mineral 
spirits, or similar.

Eliminating Static Electricity
If the window becomes static, it 
can easily be wiped away using 
diluted window cleaner mixed with 
clean water.


